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Avoid Surcharge
Save on electric Bills

Install Power Factor Correction Panel
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Model No. Rating
| ES-1 2.8 kVAr

Residential

SINGLE PHASE CONTROLLER

a

Model No. Rating
ES-9 9 kVAr
Small Business & Commercial
240V, Split Phase

Model No. Rating
ES-37 7 kVAr
Home & Small Offices
415V, Three Phase

A B

Model No. Rating

ES-310 10 kVAr
Home & Small Offices

415V, Three Phase

& B
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Order Code ESH L 4 k'
Applicable Load 3-9kW _
Power Rating 2.8 kvar ot
Voltage Rating 240V AC, 50Hz ;

Full Load Current | 11.6 Amp.

Operating Ambient | Upto 40°c |I

Steps 6

Each Steps (kvar) | 0.1,0.2, 04, (0.72,0.72,0.72) o =E .

Size 12" x 8" (5" depth ) . - . o
Weight 7 Kg (15 1bs)

Type Type-1, Wall Mounting N i

Order Code | ES-9 4 -
| Applicable Load 10 - 20 kW ¢ = ] i

Power Rating 9 kVAr a | 2

Voltage Rating 240V AC, 50 HZ =

Full Load Current 42 Amp. - !

Operating Abbient Upto 40°c o= |

Steps 9 |

Each Steps (kvar) 0.1,0.2,04,(0.72x3),(2.2x 3) |

Size 16" x 20" ( 5" depth ) ¢ i

Weight 13 Kg me

Type Floor Mounting % ’ i/

Order Code ES-37 4 N\
Applicable Load 10 - 15 kW —

Power Rating 7 kvar ° <
Voltage Rating 415V AC, 50Hz

Full Load Current 9.7 Amp.

Operating Ambient Upto 40°c

Steps 10

Each step (kvar) (0.18,0.36,0.72)x 3,3.24

Size 16" x 12" (5" depth ) ® o |

| Weight 13 Kg (28 Ibs) - <€
Type Type-1, Wall Mounting \_ I

Order Code | ES- 310 i N

Applicable Load 15— 20 kW :

Power Rating 10 kvar =

Voltage Rating 415V AC, 50Hz .._l

Full Load Current 13.9 Amp.

Operating Ambient Upto 40°c =

Steps 11 -

Each step (kvar) (0.18,0.36,0.72)x 3,3, 3 :

Size 16" x 20" ( 5" depth )

| Weight 14 Kg (30 Ibs)

Floor Mounting N J

Type
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Order Code | E21 | E25
ES-21 21 kVAT Applicable Load 20 - 30 KW 25— 40 KW 4 N
ES-25 25 kVAr Power Rating 21 kvar 25 kvar EH
Voltage Rating 415V AC, 50Hz 415V AC, 50Hz, 3¢ L)
C ] I Full Load Current 29 Amp. 33 Amp.
o m m e rc' a Operating Ambient Upto 40°c
THREE PHASE CONTROLLER Steps 5 5
Each Steps (kvar) 1:243:5,10 2,3,5,510
Size 20" x 20" ( 8" depth ) = o
Weight 35Kg m
Type Wall Mounting \_ —_— .
Order Code | ES-50 | ES-75
ES-50 50 kVAr Applicable Load 40 - 70 KW 75-120 kW 4
ES-75 il Power Rating 50 kvar 75 kvar
Voltage Rating 415V AC, 50Hz, 3¢
c 0 m m e rci a I Full Load Current 69 Amps. 104 Amps.
Operating Ambient Upto 40°c
THREE PHASE CONTROLLER | “gtgpg 6 6
Each Step (kvar) 2,3,5,10,15,15 | 5,10,15x4
Size 24" x 30" ( 8" depth )
Weight 58 Kg
Type Wall / Fleor Mounting X
Order Code ‘ ES-100 | ES-150
ES-100 100 KVAr Applicable Load | 100 — 150 KW 150 - 200 KW a e
ES-150 150 kVAr - .
Power Rating 100 kvar 150 kvar ] =
Voltage Rating 415V AC, 50Hz, 3¢
C o m m e rci a I Full Load Current  |139 Amps. 209 Amps. .
Operating Ambient Up to 40°c
THREE PHASE CONTROLLER Steps 7 9 =
Each Step (kvar) 5,10,10,15x5 5, 10, 15, (20 x B) —
Size 32" x 40" (12" depth ) =
Weight 100 Kg . :
Type Floor Mounting \_ l"" u )




E-200 200 KVAr

E-240 240 kVAr

COMMERCIAL
COLD STORES,
INDUSTRIAL INSTALLATION
THREE PHASE CONTROLLER

(e

LL

H-330

Model No. Rating

330 kVAr
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H-440

440 kVAr

COMMERCIAL

COLD STORES,
INDUSTRIAL INSTALLATION

THREE

PHASE CONTROLLER

PRODUCTION

CELE

Order Code | E-200 |  E-240

Applicable Load 200 - 300 kw 250 - 350 KW 7

Power Rating 200 kvar 240 kvar

Voltage Rating 415V AC, 50Hz, 3¢ | 440V AC, 50Hz, 3¢

Full Load Current 262 Amps. 334 Amps.

Operating Ambient | Upto 40°c

Steps 10 | 12

kvar / Steps 20x10

Size 40" x 55" (12" depth)

Weight 220 Kg

Type Floor Mounting \_
Order Code | H-330 |  H-440 5

Applicable Load 500 kW 700 kW

Power Rating 330 kvar 440 kvar

Voltage Rating 440/415V AC, 50Hz

Full Load Current 433 Amp. 577 Amp.

Operating Ambient Upto 40°c

Steps 6 8

Each step (kvar) 55x6 5x8

Size 40" x 87" ( 24" depth )

Harmonic Reactor 5%

Type Floor Mounting \e.

TESTING
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LABORATORY PACKING

423, Industrial Area-A,Ludhiana - 141003, IN.
Ph :+1-424-364-2640

Email ; info@celec.com
Web : www.celec.com



